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Load capacity up to 900kg

RIG Made of steel with a painted finish and
swivel section with two axial ball bearings.
Bolted wheel axle

WHEE[ F - Cast Iron. Hardness: 160 Brinell. (-40°C to + 400°C)
Produced with grey cast iron, they roll easily offering a great handling effort reduction. They are very resistant withstanding
high loads and temperatures. They are not indicated to utilization when noise level and floor maintenance are required.

@ D‘U:] @ Axle Type ﬁ eg —: ’éﬁ eg

- (bearing)
(mm) (pol) (mm) w/o brake w/ brake FP
(mm) (mm)
GMX 42 FR FMX 42 FR R42FR Roller Bearing
100 T — 500 155 84 143
GMX 42 FE FMX 42 FE R42FE Ball Bearing
GMX 52 FR FMX 52 FR R52 FR Roller Bearing
125 EE—— 600 183 107 155
GMX 52 FE FMX 52 FE R52FE Ball Bearing
GMX 62 FR FMX 62 FR R62FR Roller Bearing
150 e —— 700 205 123 170
GMX 62 FE FMX 62 FE R62FE Ball Bearing
GMX 72 FR FMX 72 FR R72FR Roller Bearing
175 50 /2 800 238 145 180
GMX 72 FE FMX 72 FE R72FE Ball Bearing
GMX 82 FR FMX 82 FR R82FR Roller Bearing
200 — 251 158 193
GMX 82 FE FMX 82 FE R82FE Ball Bearing
GMX 92 FR FMX 92 FR R92FR Roller Bearing
225 ] 900 294 185 212
GMX 92 FE FMX 92 FE R92FE Ball Bearing
GMX 102 FR FMX 102 FR R102FR Roller Bearing
250 ———————— 306 197 225
GMX 102 FE FMX 102 FE R 102 FE Ball Bearing
Accessories

FL - Side Brake FLD - Side Brake Duplo FP - Pedal Brake BG - Swivel Lock GC - Caster Guard
Swivel Sections Top Plate Options
140
[ 06— | Y
T% @7 Tfi) Q\A///f
| <4
1P | ~
a1 LE:)/ /\\{; &1t 7@ D
=T -
Plate MY Plate MXO

166





