
WHEEL

(mm) (mm) (mm) Axle Diameter
w/ Sleeve

Axle Diameter
w/o Sleeve

Axle Type
(bearing)

KG

Reference

R 312 BN

75 32 37 5/16”

7/16” Plain Bearing

90R 312 BR 1/2” Roller Bearing

R 312 BE 12mm Ball Bearing

R 414 BN

100

38 47 7/16”

9/16” Plain Bearing

150R 414 BR 5/8” Roller Bearing

R 414 BE 15mm Ball Bearing

R 514 BN

125

9/16” Plain Bearing

175R 514 BR 5/8” Roller Bearing

R 514 BE 15mm Ball Bearing

R 614 BN

150

9/16” Plain Bearing

200R 614 BR 5/8” Roller Bearing

R 614 BE 15mm Ball Bearing

R 42 BR
100

50 62 1/2”

5/8” Roller Bearing
200

R 42 BE 17mm Ball Bearing

R 52 BR
125

5/8” Roller Bearing
250

R 52 BE 17mm Ball Bearing

R 62 BR
150

5/8” Roller Bearing
300

R 62 BE 17mm Ball Bearing

R 72 BR
125

5/8” Roller Bearing
325

R 72 BE 17mm Ball Bearing

R 82 BR
150

7/8” Roller Bearing
350

R 82 BE 20mm Ball Bearing

R 92 BR
125

7/8” Roller Bearing
400

R 92 BE 20mm Ball Bearing

R 102 BR
150

7/8” Roller Bearing
450

R 102 BE 20mm Ball Bearing

R 63 BR
150

70 78 3/4”

1” Roller Bearing
400

R 63 BE 25mm Ball Bearing

R 83 BR
200

1” Roller Bearing
500

R 83 BE 25mm Ball Bearing

R 103 BR
250

1” Roller Bearing
600

R 103 BE 25mm Ball Bearing

R 123 BR
300

1” Roller Bearing
750

R 123 BE 25mm Ball Bearing

R 64 BR
150

100 110 3/4”

1” Roller Bearing
500

R 64 BE 25mm Ball Bearing

R 84 BR
200

1” Roller Bearing
650

R 84 BE
25mm

Ball Bearing

R 104 BE 250 Ball Bearing 800

R 124 BE 300 30mm Ball Bearing 1000

R 165 BE 400 125 134  1” 35mm Ball Bearing 1500
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B - Molded Rubber. Hardness: 80 Shore A. (-20ºC to + 70ºC)
Produced with molded vulcanized rubber tread over a grey cast iron wheel center. They 
roll softly with a low noise level, absorb shocks and vibrations. They are resistant to 
abrasion and chemicals. They can be used at a speed of up to 20km/h when mounted 
with ball bearings.
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