
Threaded Stem Stem
Ø7/16” X 20mm

Top Plate Fitting Nylon Socket
Ø15mm X 32mm

Nylon Socket
Ø25mm X 43mm

Reference See table below ELT P55 ELB See table below

Swivel Caster Swivel Caster with Brake
SIZE

(mm) (mm) (pol)

Axle Type
(bearing)

KG

(mm) w/o brake (mm) w/ brake F (mm)Reference Reference
STG E38 75 BP STG E38 75 BP F

75

60 1/4” Plain Bearing

60 93 70 92STC E38 75 NP STC E38 75 NPF
STP E38 75 NP STP E38 75 NPF

STG E38 100 BP STG E38 100 BP F
100 70 125 93 116STC E38 100 NP STC E38 100 NPF

STP E38 100 NP STP E38 100 NPF

Nylon Socket Fitting

SIZE (mm) Reference
ø38 ES1

ø30 ES2

ø25 ES3

 40 x 40 ES4

Threaded Stem

SIZE Reference

Threaded Stem 3/8” ww E38

Threaded Stem 5/16” ww E516

Threaded Stem M10 E10

Threaded Stem M12 E12

Swivel Caster Swivel Caster with Brake FINISH
Reference Reference Rig Color Wheel Color Thread Guard Color Brake Color Wheel Material

STG E38 75 BP STG E38 75 BP F ICE GRAY ICE ICE PVC
STC E38 75 NP STC E38 75 NPF BLACK BLACK CHROME-PLATED BLACK POLYPROPYLENE
STP E38 75 NP STP E38 75 NPF BLACK BLACK BLACK BLACK POLYPROPYLENE

STG E38 100 BP STG E38 100 BP F ICE GRAY ICE ICE PVC
STC E38 100 NP STC E38 100 NPF BLACK BLACK CHROME-PLATED BLACK POLYPROPYLENE
STP E38 100 NP STP E38 100 NPF BLACK BLACK BLACK BLACK POLYPROPYLENE
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STILUS
Load capacity up to 70kg

Structure made of reinforced nylon polyamide 
with fiberglass fill. Riveted wheel axle.

RIG

BP - Thermoplastic Compound with PVC. Hardness: 80 Shore A. (-10ºC to + 50ºC)
Produced with recyclable thermoplastic compound with PVC tread and polypropylene copolymer wheel center. They offer a 
soft and quiet rolling, great floor protection, good chemical, wear and impact resistance, resulting in an excellent cost-benefit 
ratio. Nominal working speed is up to 4km/h.

WHEEL

Top Plate Brake OptionFinish

Fittings/AccessoriesSwivel Sections

FSTG STP STC




